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BRAKE HOSE TESTER 

 
BRAKE HOSE TEST MACHINE FOR 
STEERING, JOUNCE AND REBOUND 
TESTING OF PRESSURIZED HOSES  
 
DTE has designed and delivered a brake 
hose test machine for R&D testing and 
quality auditing. The system accepts up to 
six hose assemblies at a time.  
 
The hoses are installed as in the vehicle. 
The test was designed to simulate steering 
rotation, jounce and rebound motions as 
well as pressure variations experienced 
during normal driving conditions. 
 

 
 
Equipment Specifications: 

·  Jounce travel: 24” stroke @ 1.5.Hz 
·  Rotation: 12 RPM 
·  1 Kip actuator with servo valve 
·  close loop control 
·  12 GPM hydraulic power supply  

 

 
·  Programmable hose pressures from 0 

to 1500psi 
·  Two (2) DTE 1000 controllers 

 
The system’s human machine interface 
allows intuitive sequence programming 
through a PLC input. 
 
A stainless test enclosure with front and rear 
access panels allows visual test monitoring 
and provides fluid containment throughout 
the test cycle. 
 

 
 
 
Hose attachments at the upper and lower 
manifolds are designed for easy and flexible 
hose exchange along with optional porting 
for a wide range of test specimen. 
 
 
Contact DTE today with your testing needs! 
 


